
ARTCOUSTIC LOUDSPEAKERSPRODUCT SHEET – SL ELEVATE

SL ELEVATE

dimensions are in mm
SCHEMATICS

artcoustic.com

The SL Elevate has been designed as an optional floor 
standing or wall hanging monitor making it a perfect 
choice for the most demanding 2 channel Hi-fi and 
home cinema applications

60

30
 8

0 

30

 1
11

 

55

300

 1
19

8 

 1
29

1 

100

270

12
00

m
m

. w
ith

 s
pi

ke
s 

O
n 

ax
is

 D
ol

by
 A

tm
os

op
tim

is
ed

 li
st

en
in

g 
he

ig
ht

front viewrear view side view

POLAR RESPONSE

Frequency range 80 Hz to 40 kHz
Usable LF response 77 Hz (-6 dB)
Coverage window Horizontal 90°, Vertical 70°
Sensitivity @ 1 Watt 96 dB
Power handling 60 Watt
Maximum continuous SPL @ 1 meter 103 dB
Maximum acoustic peak SPL crest factor 6 @ 1 meter 109 dB  
Rated Impedance 4 Ohms
Weight: 6 kg
Dimensions (with base plate): H: 1285 W: 270 D: 300 mm
Dimensions (without base plate): H: 1261 W: 100 D: 55 mm  
Cabinet: Black, White, RAL/NCS Colours.
Screen: Black, White, RAL/NCS Colours.
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