
This model changes the perception of what a 
high-performance subwoofer can be in an architectural 
setting. Featuring dual 12” long-throw woofers combined with 
Artcoustic’s in-house designed 6th-order bandpass technolo-
gy, the Sub3 delivers low-frequency signals with authority, 
speed, and precision — all while maintaining low distortion 
and excellent power handling.

ARTCOUSTIC LOUDSPEAKERSPRODUCT SHEET – SUB 3-12 SUBWOOFER 

SUB 312 SUBWOOFER

dimensions are in mm
SCHEMATICS

artcoustic.com

Frequency range 25 Hz to 170 Hz
Usable LF response 22 Hz (-6 dB) 
Coverage window Omni-directional
Sensitivity @ 1 Watt 97 dB
Power handling 700 Watt @ 75 Vrms
Maximum continuous SPL @ 1 meter 125 dB, power drawn 630 W 71 Vrms 
Maximum continuous SPL @ 1 meter @ 30 Hz 122 dB  
Maximum acoustic peak SPL crest factor 6 @ 1 meter 131 dB  
Rated Impedance 8 Ohms
Weight: 38.2 kg
Dimensions: H: 600 W: 600 D: 255 mm
Cabinet: Black SL, White SL, Optional RAL and NCS

rear view side viewfront view

60
0

61
8

255
261

600


