
The Sub Ci4-5 IP subwoofer is a natural development of the 
acclaimed Ci-4-5, now engineered for outdoor and wet-room 
environments. Rated  IP66, it delivers the same outstanding 
performance as the indoor model, but with full weather 
protection—making it ideal for terraces, pool areas, bathrooms, 
yachts, or any space where durability and discretion are equally 
essential.

ARTCOUSTIC LOUDSPEAKERSPRODUCT SHEET – SUB CI4-5 MKII IP SUBWOOFER

SUB CI45 MKII IP SUBWOOFER

dimensions are in mm
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Frequency range 40 Hz to 170 Hz
Usable LF response 37 Hz (-6 dB) 
Coverage window Omni-directional
Sensitivity @ 1 Watt 90 dB
Power handling 400 Watt @ 56 Vrms
Maximum continuous SPL @ 1 meter 114 dB, power drawn 220 W 42 Vrms  
Maximum acoustic peak SPL crest factor 6 @ 1 meter 120 dB  
Rated Impedance 8 Ohms
Weight: 14.9 kg
Dimensions: H: 145 W: 1000 D: 99 mm
Cabinet: IP66 NCS S 2500-N Gloss. 
Bespoke Option: IP66 RAL Classic, NCS 1950-2050


